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For emission-free disassembly or verification of density monitors

3-1150-R... 
Lock valve for density monitors PN16 DN20

Density monitors can be verified directly at the gas compartment or disassembled for external tests without having to recover the gas 
from switchgear by means of these lock valves. The valve securely separates the assembled density monitor from the gas compart-
ment. In combination with the DensiControl IN (B178R51) density monitor testing device it is also possible to quickly and easily verify 
the density monitor switching points on switchgear completely free of emissions in accordance with the (EU) 517/2014 directive (F-gas 
regulation).

For separating the density monitor from the gas compartment just put a lever on the valve and turn it by 90°. The switching position of 
the valve is indicated by a red/green label.

For connecting the gas compartment different connection are available; the connecting side of the valve is equipped with a connecting 
coupling DN20. The gas handling can also be carried out via this integrated DN20 coupling – a useful “Two-in-one solution” which is 
perfectly suited for retrofitting as well.

The 3-1150-R... type is the perfect match for tight installation conditions. If more variety in arranging the density monitors is desired, 
we recommend the 3-1190-R… version with different connections (see separate data sheet).
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Lock valve with mounted density monitor

Optional accessories at an extra charge:

Lever for ball valve 3-1150-11

Covering cap (aluminium) VK/KN-04/20 T

Covering cap (plastic) VK/KN-04/20 PA

Different adapters for density monitor are available on request

SF6 MEASURING DEVICES

DENSITY MONITOR TESTING DEVICES
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For emission-free disassembly or verification of density monitors

3-1190-R... 
Lock valve for density monitors PN16 DN20

Density monitors can be verified directly at the gas compartment or disassembled for external tests without having to recover the gas 
from switchgear by means of these lock valves. The valve securely separates the assembled density monitor from the gas compart-
ment. In combination with the DensiControl IN (B178R51) density monitor testing device it is also possible to quickly and easily verify 
the density monitor switching points on switchgear completely free of emissions in accordance with the (EU) 517/2014 directive (F-gas 
regulation).

For separating the density monitor from the gas compartment just screw on the separate lever and turn it by 180°.

The user benefits from the design’s high variety. Thus, customer-specific connections on the units can be realised. The couplings and 
density monitor connections can be arranged according to customer’s requirements. Furthermore, the complete gas handling can be 
carried out directly via the integrated DN20 coupling with the lock valve – a useful „Two-in-one solution“ which is perfectly suited for 
retrofitting.

Connection to density  
monitor adjustable to 
customer’s specification

DN20 connecting coupling
for density monitor testing
device / gas handling device 
(covering cap as option)

Pos. 1

Pos. 2

Lever (optional)

Connection to gas compartment 
at a 90° angle, positionble 
according to customer’s speci-
fication

0,
5

+ -

üb
er

12
0

+ -30 0,
3

0,
26

30
üb

er
+ -

üb
er

0,
16

+ -1
Ne

nn
m
aß

be
re

ic
h

A
bw

ei
ch

un
ge

n 
fü

r 
M
aß

e 
oh

ne
 T

ol
er

an
za

ng
ab

e

12
0

0,
8

12
,5

3,
2

13
02

Ra
 i
n 

µm

DI
N 

IS
O

Ob
er

fl
äc

he
na

ng
ab

en

27
68

DI
N 

IS
O

m
it
te

l

DI
LO

-G
es

el
ls
ch

af
t,
 D

-8
77

27
 B

ab
en

ha
us

en
.

Je
de

 n
ich

t 
vo

m 
Ur

he
be

r 
ge

ne
hm

ig
te

 B
en

üt
zu

ng
 (
Ve

rv
ie
lf
äl
tig

un
g,

Üb
er

la
ss

un
g 

an
 D

rit
te

 u
sw

.) 
is
t 

st
ra

fb
ar

 u
nd

 m
ac

ht
 s

ch
ad

en
er

sa
tz

-

Da
s 

Ur
he

be
rr
ec

ht
 a

n 
di
es

er
 Z

ei
ch

nu
ng

 v
er

bl
ei
bt

 d
er

pf
lic

ht
ig
.

40
0

Mitteil.-
Nr. Änderung

Tag
Name

Ers. für:

NameTag

gez.

gepr./ frei

Maßstab

Zeichnungs-Nr.

Werkstoff

D-87727 Babenhausen

2AV

18

20
19MT

14

16
15

17

10
9

12
13

11

5
6

3
4

MG
GL
TL
VK
EK

KE

EL

Betr.
AB
VM

Betr.
Betr.
Betr.
Betr.

8
7

Nr.
TB
Abteil.

1
Anz.

GF

PDF

dxf

3-1190-R100-Katalog01

Dichtewächterkpl DN20
m. Flansch 3-777

ttpp2244..1111..
22001166

11  ::  11

  
  
  
  
  
  

1

SAP-Materialnummer

1034561

NNuurr  zzuurr  IInnffoorrmmaattiioonn
oohhnnee  VVeerraannttwwoorrttuunngg  ffüürr
ÄÄnnddeerruunngg  uu..  NNaacchhttrrääggee

  
FFoorr  iinnffoorrmmaattiioonn  oonnllyy!!

CCooppyy  wwiillll  nnoott  bbee
aauuttoommaattiiccaallllyy  uuppddaatteedd!!

KKuupppplluunnggss--NNuutttteeiill  DDNN2200

1122
22

119966

339955

1122
00

MM
4455

xx22

Connection to density monitor (pos. 1) and connecting coupling (pos. 2) are exchangeable – the positioning is carried out accor-
ding to customer’s requirement!

Optional accessories at an extra charge:

Lever 3-1190-04

Covering cap (aluminium) VK/KN-04/20 T

Covering cap (plastic) VK/KN-04/20 PA

Different adapters for density monitor according to customer’s specification
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